Mar 20, 2024 — 4:05pm
P:\2023\CA0014741.2386 — 2022—2025 Regional St. Renewal_Leila, Partridge_McGregor\Drawings\03_Work_Dwg\CA0014741.2386_McGregor St_Plan&Profile.dwg —tab:10 P—3576—10

729 NN oYoYo MaTa)
Z94.UU 294.UU
n214 an N4 an
ZJ1.0U ZJ1.0U
9l
N -
721 _;N N EXISTING LEFT 721 ;N
Z91.0U 7| \ \ Z01.0U
: I EXISTING RIGHT I EXISTING RIGHT GUTTER
Sl | | |
Nl
— T —L r EXISTING LEFT GUTTER
N4 AN ~ ™ [ \ \ \ 21 AN
2o 1.4U —— - L~ <~ / \ \ \ 2o 1.4U
N~ | ~— T - r EXISTING CENTRELINE
R - - \'~‘/_\_\~ — —_ - _— _— T T T
— - - — T - — - — T T - — N — —_ — ST
R e s e B Ny ek L \ ] s~ s
N4 NN — - — — _ s —— — B e = P B h T T >z L ~ - - L B3 o — oY IeYa)
Lo r4v) —”O_.5’—O_%7 pm—" \k\ | T — -~ o ~\\ - — 4 __—_\ - - —| — — L /_ = N =] 1T - - _ _ % o \\ - LV 1.2V
/f/ - - —— “5-_§\ T~ _ A [ e N e R T A — L =k // /
050%— — ——— ‘—‘§ —— ‘\b — 05 T \",{,———-’/ \ - iy ” \ _
—— e — —_— = - Z I e ~ I —- \ -2 =7 | —rt— T
"‘—_§§ \\k\ a \>-g‘>_% — I~ ~ t \\ \\\\Ed— \-%_’/'-—’" L
231-00 e — = 0.50% T ———— — E— ] —r—r L —r — 231-00
. - —— . (< ‘\.. — | — .
\_HP STA 9+02.50 —— W\\\ —— T —1 — — =
EL = 231.207 ——22% —— —— — | T 0.50%  ——=—
L HP STA 9+02.50 \ \ M T ———_ T T — =T — 550% _—
EL = 231.141 —— — — - j . I
nah on PROPOSED RIGHT GUTTER —— — o 4///0%07 N g AnA on
ZoU.oU N \_ | | | | | ——— — — _ Qe ] ZoU.oU
=z E’ROROSEP LE‘FT GUTTER T T ——— e ———T =
pu— — — — — 1
o \_ \ \ \ \ T
o PROPOSED CROWN O
230.60 = LP STA 9+86.50 < 230.60
S EL = 230.‘766 >
o LLP STA 9+86.50 8
o EL = 230.700 & 4
220 AN o ©) To @) 0 o 0O 2920 A0
FA® VR LV, oy D N 0 M~ I + &VVU.TV
+ + + + + D o
00 [@)) (@) (@) (@) -+ —
| L fwo.OS L
1
| | , | McGREGOR STREET
5.02
LL] x T Y EX CURB INLET, CATCH
Z .
590 5 ( BASIN AND LEADS REMOVED
<>E B O * | %@ AND ABANDONED BY OTHERS
o
2 B I 7 = S B LLI
> T2 = o L] | " INSTALL 6.0m SUBDRAINS —
r @ 2 2 R RS Y S © S /g\ - REMOVE EX SIGNALS IN EACH DIRECTION e
) ] O g B o i SERVICE BOX AND AS PER CW3120 (TYP.) 3
oM 7 T E#R R RTD ABANDON  CONDUITS 1800 CB INSTALLED O
%) ADJUST EX CB FRAMES REMOVE EX CURB INLET f | = —. SRS D BY OTHERS AS PER SD—024 =
(D AS DIRECTED BY AND CB; < M RIM 230.766 1 —
CONTRACT ADMINISTRATOR ABANDON AND PLUG EX > INV E #250: 229.116 (a4 X =
Z CB LEAD @) Iy - ©
= [ INSTALL 8.0m OF #250 CB LEAD AND D) = S
N (231.43) (231.33) o , (231.27) CONNECT TO EX 900 LDS (231 27) o o (231.26)
0 ST = = _ . STSE \‘i ey e \‘—k N ‘A 0
MIEE AN ST HP. o_ e o
Dol o *«—: e X b & 5 0 [~
O ol &5 i (230.876 )= o |1Q
— '\ ...... — |- N
D M| = e 9 O = 2M
Z || S = |12
Fal T T Qo
Z (T N e S |1Z
ol =
14 : = |
O RIS O
e — — R e
200 PVC WM—¥—=@
R
(231.45) (231.39) EX CURB INLET, CATCH— (231.17) /1] (231.16) 1800 CB INSTALLED — (231.14) (231.28)
= BASIN AND LEADS REMOVED > | BY OTHERS AS PER SD—024 5 ® o
N & & AND ABANDONED BY OTHERS < o ENIshED e A RIM 230.700 S 2 9
= = < INV E 8250: 229.050 nR O,
R R R INSTALL DETECTABLE WARNING It _ INSTALL 1.7m OF #250 CB LEAD AND 8 8 o
\ o0 O o 9 SURFACE TILE AS PER < CONNEGT TO EX 900 LDS
- = SD—229AA (TYP.) > “-]{ ADJUST MH RIM
@) ~>U.TO FINISHED GRADE
g T CorRRM 23115 EX CURB INLET, CATCH -
I B | RINVAN S BASIN AND LEADS REMOVED
/ INV E 227.30 i AND ABANDONED BY OTHERS
STREETLIGHT TO 3. NV W 227.30
BE RELOCATED | F |
(BY OTHERS) &
=
&
-
NOTES: o] < ot
1. ALL WORK AND MATERIALS TO BE IN ACCORDANCE WITH THE LATEST REVISION OF THE CITY OF WINNIPEG STANDARD — < =
CONSTRUCTION SPECIFICATIONS AT TIME OF TENDER. L ©)
2. CONTRACTOR TO CONFIRM THE LOCATION OF ALL UTILITIES/SERVICES IN THE FIELD PRIOR TO CONSTRUCTION. | 20.00 @
3. ALL ROADWAY DIMENSIONS SHOWN ARE TO BACK OF CURB. | :
4. RENEW CURB AND SIDEWALK AS IDENTIFIED BY CONTRACT ADMINISTRATOR. 0.30, , 1.50 _, 2.80 10.70 2.90 . 150, 0.30
5. CONSTRUCT 200mm REINFORCED CONCRETE ALLEY APPROACHES AND 200mm REINFORCED CONCRETE COMMERCIAL [ BIDEWALK BLVD ROADWAY BLVD SIDEWALK |
APPROACHES WITH 75mm OF GRANULAR A BASE, 300mm-50mm GRANULAR A SUB—BASE, AND 1.5% 570 150 350 9.0%
SEPARATION /FILTRATION GEOTEXTILE FABRIC AS DIRECTED BY CONTRACT ADMINISTRATOR. e : - o — | : 21%
6. ALL PRIVATE WALKWAYS TO BE ADJUSTED/RENEWED TO NEW SIDEWALK OR TOP OF CURB ELEVATION, AS REQUIRED. ~ ——20% —20% _ | \\%f/ """"""""""""""""
7. ADJUST ALL WATER VALVES, CURB STOPS, HYDRANTS, MANHOLES, AND CATCH BASINS TO NEW GRADES, AS 2/
REQUIRED. NEW 100mm -
8. MODIFIED BARRIER CURB TO BE CONSTRUCTED AT ALL INTERSECTION RADII AND ALLEY RADII. CONCRETE S'DE(YFV¢FEP§ 59 N\_ BARRIER CURB
9. ALL EXISTING LONG WATER SERVICES TO BE INSULATED AS PER SD—018, AS REQUIRED. : /) /) @
10. LAMP STANDARDS, HYDRO POLES, AND ANCHORS THAT REQUIRE TEMPORARY SUPPORT, REMOVAL OR REPLACEMENT, ]O a0 0% UGS Qo ﬂO QAN SO S SSOP”EQ SFBEXEQ'A:) METR'C
TO BE DONE SO AT THE EXPENSE OF THE CONTRACTOR AS NECESSARY. EXISTING GROUND \///\ //////\/s////// /\///\/Q// SRS ///\ S //\ T (T
11. CONTRACTORS TO TAKE PRECAUTIONARY STEPS TO PROTECT EXISTING TREES WITHIN THE LIMITS OF CONSTRUCTION /WL//\/ 77 WSS ////gQ/ ~, /s/ /ﬁi// /// IS SRS : WHOLE NUMBERS INDICATE MILLIMETRES
FROM DAMAGE FROM CONSTRUCTION ACTIVITIES AS OUTLINED IN THE SPECIFICATIONS. USOSI S SNIEUSONSIRUSSy //// /// // SO DECIMALIZED NUMBERS INDICATE METRES
12. ALL BOULEVARDS TO BE SODDED UNLESS OTHERWISE NOTED. SUITABLE SITE FIL% N 0.75
TYP. o )
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