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NOTES: WHOLE NUMBERS INDICATE MILLIMETRES

" DECIMALIZED NUMBERS INDICATE METRES

1. ALL WORK AND MATERIALS TO BE IN ACCORDANCE WITH THE LATEST REVISION OF THE CITY OF WINNIPEG
STANDARD CONSTRUCTION SPECIFICATIONS.

CONTRACTOR TO CONFIRM THE LOCATION OF ALL UTILITIES/SERVICES IN THE FIELD PRIOR TO CONSTRUCTION. = ENGINEERS
ALL ROADWAY DIMENSIONS SHOWN ARE TO BACK OF CURB. s sl GEOSCIENTISTS
EXISTING CURB AND SIDEWALK TO BE RENEWED AS DIRECTED BY CONTRACT ADMINISTRATOR. MANITOBA

FULL—DEPTH REPAIRS ARE TO BE 200mm THICK REINFORCED CONCRETE PAVEMENT TO BE RENEWED AS - A
DIRECTED BY CONTRACT ADMINISTRATOR. Certificate of Authorization
MILL EXISTING ASPHALT 70mm AND PLACE MINIMUM 80mm THICK AVERAGE OVERLAY.

PLACE GLAS—GRID AS DIRECTED BY CONTRACT ADMINISTRATOR. FOR TENDER PU RPOSES ONLY WSP Canada Inc.
ADJUST MH FRAMES, CB RIMS, AND VALVES TO NEW GRADES, AS REQUIRED. No. 5750

CONTRACTORS TO TAKE PRECAUTIONARY STEPS TO PROTECT EXISTING TREES WITHIN THE LIMITS OF NOT FOR CONSTRUCTION

CONSTRUCTION FROM DAMAGE FROM CONSTRUCTION ACTIVITIES AS OUTLINED IN THE SPECIFICATIONS.

LN WD

10. TIE-IN LIMITS TO BE DETERMINED BY CONTRACT ADMINISTRATOR.
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