GENERAL
1. ALL WORK SHALL MEET OR EXCEED MINIMUM REQUIREMENTS OF THE NATIONAL BUILDING
200 CODE OF CANADA 2020, ASSOCIATED STANDARDS REFERENCED IN THAT CODE, AND LOCAL
STANDARDS AND BYLAWS AS APPLICABLE.
200 WALL- 2. READ STRUCTURAL DRAWINGS IN CONJUNCTION WITH ARCHITECTURAL, CIVIL, MECHANICAL,
PIPE PENETRATION . A FLECTRICAL, PROCESS, AND EQUIPMENT MANUFACTURER’S DRAWINGS.
REFER TO CIVIL o 3. ALL DIMENSIONS ARE IN METRIC UNITS UNLESS NOTED. VERIFY DIMENSIONS PRIOR TO
P DRAWINGS < . CONSTRUCTION AND REPORT ANY DISCREPANCIES TO THE CONSULTANT BEFORE
] ) ) ] ) ) ] ] \ ) 200 THICK WALL R/W 15M PROCEEDING. DO NOT SCALE DRAWINGS.
m AT 2000c E/W MID . 4. REFER TO ARCHITECTURAL, CIVIL, MECHANICAL, ELECTRICAL, AND PROCESS DRAWINGS FOR
S 4001 ‘ RECESSES, INSERTS, SLEEVES, ETC, WHICH MUST BE CAST OR FORMED IN THE
2 . CAST—IN—PLACE CONCRETE.
v u 5. CONFIRM THE SIZE AND LOCATION OF OPENINGS WITH ARCHITECTURAL, CIVIL, MECHANICAL,
1. ELECTRICAL, AND PROCESS CONTRACTORS. REPORT ANY DISCREPANCIES TO THE
CONSULTANT BEFORE PROCEEDING.
REINFORCING STEEL
S 1. REINFORCING WORK SHALL BE IN ACCORDANCE WITH CSA A23.1, ACI 315, AND THE RSIC
200 o . REFER TO CIVIL DRAWINGS Q REINFORCING STEEL MANUAL OF STANDARD PRACTICE.
SLAB e FOR PIPE SIZE AND LOCATION 2. ALL REINFORCING TO BE CONTINUOUS. SPLICE ONLY AS DETAILED OR APPROVED BY THE
N . CONSULTANT. UNLESS DETAILED OTHERWISE, ALL LAP SPLICES SHALL BE CLASS B TENSION
150 HIGH CUR 180 SPLICES.
. 3. WHERE NOT SPECIFICALLY DETAILED, REINFORCING STEEL SHALL BE PROTECTED BY
CONT CONCRETE COVER AS FOLLOWS:
. 150 CONCRETE CAST AGAINST AND PERMANENTLY EXPOSED TO EARTH: 75 mm
i OTHERWISE: 40 mm
. . 4. MATERIALS SHALL CONFORM TO THE FOLLOWING:
P REINFORCING STEEL: CSA G30.18, GRADE 400, PLAIN FINISH, DEFORMED BARS
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