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TIMBER EDGING AND RETAINING WALL DIMENSIONS
Scale: 1:2003
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13 Six-Tier

2 Five-Tier

ADDITIONAL DEPTH OF SAFETY 
SURFACE WHERE REQUIRED TO 
ENSURE FALL HEIGHT IS MAX. 
570mm

COMPACTED
SUBGRADE

TOP OF TIMBER WALL.
HEIGHT VARIES. MAX

HEIGHT 5 COURSES
ABOVE SAFETY SURFACE

BOULDER AT TIMBER RETAINING WALL
Scale: 1:302
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450mm WIDE 19mm 
DOWN CRUSHED 
GRANULAR BASE ON 
GEOTEXTILE

TOP OF SAFETY SURFACE

ANGULAR LIMESTONE BOULDER 
- DIMENSIONS APPROX 1000mm L 
X 750mm W X 750mm H. MAX GAP 
B/W TIMBERS AND BOULDER 
12MM (1/2")

135°

LAYOUT NOTES
1.

2.
3.
4.
5.
6.

ALL WORK TO CONFORM TO CURRENT CITY OF WINNIPEG STANDARD CONSTRUCTION SPECIFICATIONS AND 
DETAILS UNLESS OTHERWISE NOTED.
DIMENSIONS ARE IN METERS UNLESS OTHERWISE NOTED.
DO NOT SCALE DRAWING.
DIMENSIONS OF TIMBER EDGING AND WALL ARE TO OUTSIDE OF EDGING.
LAYOUT TO BE APPROVED BY CONTRACT ADMINISTRATOR
CONTRACTOR TO VERIFY DIMENSIONS AND CONFORMANCE OF PLAY EQUIPMENT SAFETY ZONES AND REPORT 
ANY DISCREPANCIES TO CONTRACT ADMINISTRATOR.
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LAYOUT PLAN
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