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LAGIMODIERE BLVD (NB)

CROSSOVER
CONTROL LINE

CONSTRUCTION RANDOM
STONE RIP RAP
1.5M x 2.0M x 0.6M

PROPOSED 41M - 300mm CSP
S INV. LEVEL= 236.322
N INV. LEVEL= 235.255

COMPLETE DITCH EXCAVATION
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CONSTRUCTION RANDOM
STONE RIP RAP
1.5M x 2.0M x 0.6M
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PLACE SALT TOLERANT SEED AND
EROSION CONTROL PLANKET

PLACE SALT TOLERANT SEED AND
EROSION CONTROL PLANKET

STA: 21+490.000
OFF: 5.523 L

STA: 21+490.000
OFF: 5.547 R

STA: 21+525.000
OFF: 5.474 R

STA: 21+525.000
OFF: 5.606 L

LAGIMODIERE BLVD (SB)

MATCH EXTG. GRADES
SB - ENTRY RAMP

PLACE 3M STRAW WATTLEPLACE 3M
STRAW

WATTLE

EXTG. ALUMINUM
BALANCED BARRIER TO
REMAIN

LAGIMODIERE (NB) TO NB EXIT RAMP
CROSSOVER
SEE SHEET 007
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LAGIMODIERE BLVD - NORTH BRIDGE APPROACH MEDIAN CROSSOVER

SEGMENT

L4

STATION
(START)

21+450.000

STATION
(END)

21+555.000

NORTHING
(START)

5530686.027

EASTING
(START)

639601.251

NORTHING
(END)

5530784.973

EASTING
(END)

639636.390

LAGIMODIERE BLVD (SB)

LAGIMODIERE BLVD (NB)CONTROL LINE
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13.736

0+081

0+000

0+050

EXISTING ALUMINUM BARRIER
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NB - EXIT RAMP

239.640

5.
00

%

BP: 0+000.00
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SEGMENT
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STATION
(START)

0+000.000

0+019.039
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STATION
(END)

0+019.039

0+056.106

0+075.708

NORTHING
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EASTING
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NORTHING
(END)
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EASTING
(END)
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EXISTING BRIDGE BARRIER

0.600

STA: 0+000.000
OFF: 1.241 L

STA: 0+038.023
OFF: 2.939 L

STA: 0+052.141
OFF: 4.184 L

STA: 0+068.737
OFF: 0.000

PRECAST PORTABLE CONCRETE BARRIER (17)

CONSTRUCT 150mm THICKNESS GRANULAR PAD
WITH GRANULAR C SURFACING MATERIAL

238.881

MAINTAIN EXTG. DITCH DRAINAGE

239.162

REMOVE EXTG. CURB

LAGIMODIERE BLVD - NORTH BRIDGE APPROACH MEDIAN CROSSOVER
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TEMPORARY DETOUR
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EXTG. SB MEDIAN LANE EDGE

PROPOSED 41M - 300mm CSP

EXTG. NB MEDIAN LANE EDGE

EXTG. GROUND
AT BASELINE

COMPLETE DITCH EXCAVATION

STA = 21+490.00
ELEV =  236.979

STA = 21+509.00
ELEV =  236.496

STA = 21+525.00
ELEV =  236.064

STA= 21+487.25
S. INV. 236.322

STA= 21+528.25
S. INV. 235.255

ROADWAY GRANULAR AT 2:1 SLOPE

PROVIDE MINIMUM 0.2M THICK CLAY CAP
EXTENDING 0.6M AROUND THE EXPOSED
CULVERT ON THE SIDE SLOPE

ROADWAY GRANULAR AT 2:1 SLOPE

PROVIDE MINIMUM 0.2M THICK CLAY CAP
EXTENDING 0.6M AROUND THE EXPOSED
CULVERT ON THE SIDE SLOPE
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CONSTRUCTION NOTES:

1. ALL WORK AND MATERIALS TO BE IN ACCORDANCE WITH
LATEST REVISION OF THE CITY OF WINNIPEG STANDARD
CONSTRUCTION SPECIFICATIONS.

2. LEGAL PLAN AND UNDERGROUND INFORMATION FROM
CITY OF WINNIPEG LBIS. CONTRACTOR TO VERIFY ALL
UNDERGROUNDS IN THE FIELD.

3. LOCATION OF EXISTING UTILITIES/SERVICES TO BE
CONFIRMED IN THE FIELD BY THE CONTRACTOR.

4. LIMITS OF BOULEVARD DITCH EXCAVATION, SALT
TOLERANT SEEDING AND EROSION CONTROL BLANKET
TO BE FINALIZED IN THE FIELD BY THE CONTRACT
ADMINISTRATOR.

5. CUTTING OF EXISTING GUARDRAILS TO COMPLETE THE
SECTION OF GUARDRAIL REMOVAL WILL BE CONSIDERED
INCIDENTAL TO THE PAY ITEM “SALVAGING EXISTING
BARRIER RAIL."

6. REMOVE AND SALVAGE EXISTING NORTH AND SOUTH
GUARDRAIL SYSTEMS WEST OF THE FIRST SET OF
POSTS WEST OF THE PIER OR AS DIRECTED BY THE
CONTRACT ADMINISTRATOR. CUT THE NORTH
GUARDRAIL RAILS 0.3m WEST OF THE GUARDRAIL POST.
REMOVE THE SOUTH GUARDRAILS AT THE SPLICE
LOCATION. CUTTING OF RAILS WILL BE CONSIDERED
INCIDENTAL TO "SALVAGE EXISTING BARRIER RAIL."

7. NORTH SIDEWALK ON CONCORDIA AVENUE TO BE
MAINTAINED.

8. PLACEMENT OF PORTABLE PRECAST CONCRETE
BARRIER - REFER TO SPECIFICATION "HAUL AND
PLACEMENT OF PORTABLE PRECAST CONCRETE
BARRIERS."

ABBREVIATIONS:

CONC CONCRETE ROADWAY
ASP ASPHALT ROADWAY
ASP OVLY ASPHALT OVERLAY ROADWAY
PVS  PAVING STONE/BRICK
TYP TYPICAL
EX EXISTING
MH MANHOLE
WV WATER VALVE
EL ELEVATION
CB CATCH BASIN
CP CATCH PIT
CI CURB INLET
CL CONTROL LINE

METRIC
WHOLE NUMBERS INDICATE MILLIMETRES

DECIMALIZED NUMBERS INDICATE METRES

               WARNING
IF POWER EQUIPMENT OR EXPLOSIVES ARE TO BE
USED FOR EXCAVATION ON THIS PROJECT THE
CONTRACTOR MUST:

1. NOTIFY THE GAS COMPANY OF THE PROPOSED
LOCATION OF EXCAVATION.

2. TAKE PRECAUTION TO AVOID DAMAGE TO GAS
COMPANY INSTALLATIONS SEE PROVINCIAL
REGULATION 210/72 FOR DETAILS.

3. OBTAIN EXCAVATION PERMITS PRIOR TO
CONSTRUCTION.

LAGIMODIERE TWIN OVERPASSES
OVER CPKC KEEWATIN
TEMPORARY PAVEMENT WORKS

TEMPORARY PAVEMENT WORKS
LAGIMODIERE BLVD - NORTH BRIDGE APPROACH
MEDIAN CROSSOVER STA. 21+490 TO 21+525

EF JT

EF JNC

HORZ 1:250

VERT 1:10

2025.05.29

05 09

005

P123-25-

734-INF.MBI03007.01-DWG-C 
 

0 ISSUED FOR TENDER 25.05.29 JNC

005

005

E

ISSEFORPD
NO LA

M

R

RE
TSI

GE
R

P
O

FOECNIV B

REENIGNE

AOTINA

CRANG
J. N.

5
005 008

9
005 009

ENGINEERS
GEOSCIENTISTS
MANITOBA

Certificate of Authorization
Tetra Tech Canada Inc.

No. 6499

TENDER #294-2025


