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Notes .
Ball Diamonds Dugout -
1. Chain link fencing as per CW 3550 g SCD-330
2. Treat wood cuts and damages to timber
surface in field with suitable
preservative for outdoor use.
3. Install 43mm O.D. mid rail braces on \
sections adjacent to dugout end posts
or corner posts
4. Install 89mm O.D. terminal posts at all 3.35
dugout corners and openings )
5. All components shall be hot dip 0.15-—¢ ¥ 1.525 v 0.15
galvanized /‘ 714
< q< 38x240x3350mm PT wooden bench | @ 0 |
C’-A 150x200x9mm galv. steel plate Players Bench Plan
o /1C secured to bench with 4-13mm
o 1 F carriage bolts, countersunk 0.15
- |t 89mm O.D. SCH 40 steel pipe —
3 welded to plate with 6mm O N
: \ continuous weld joint Jd | °
N L
S 300x1220mm concrete pile, nuts, bolts and washers
28 mPa as per CW 2160 to be cadmium plated
with hexagon heads
Players Bench Section
| 3.05 9.15 Dugout
0.92 7.3 0.92/0.92
EQ | EQ | EQ ‘
1 1
e 1L 2 ) players benches 03, % T— Optional 1.2m high foul ball fencing
N f
' I ! 0.92m wide gate or opening
EQ ‘ EQ ‘ EQ ‘ EQ granular surfacing as per SCD-646
\ \ | to extend 0.3m past dugout fencing
Dugout Plan
-—{— Backstop as per SCD-331
o> 3.05 9.15 Dugout 50mm - 9 Ga. chain link mesh shall
not to project above top rail
63mm O.D. line posts
: %
@
A A
L 1
43mm O.D. top and mid rails Optional 1.2m high foul ball fencing
. 89mm O.D. end posts at 0.92m wide gate or opening
Dugout Elevation dugout corners and openings
Dimensions shown are in metres unless otherwise specified )
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