(NOTES

1. DOUBLE TIMBER EDGING W/ CAP
TO BE INSTALLED AS PER
SCD-651A

2. TOPSOIL AND SEED/SOD AS PER
CW 3510/3520 AND CW 3540

3. FENCE POST AND CHAINLINK
MESH AS PER CW 3550

50mm 9-GAUGE FENCING
STAPLES @ MIN 600mm O.C.

TOPSOIL AND SOD/SEED
REPAIRS. ENSURE POSITIVE
DRAINAGE AWAY FROM PLAY
AREA (MIN 1%, MAX 10%)

SECTION A

CHAINLINK MESH

Drawing Title:

Timber Edging Detail to Fence

Drawing No:

SCD-651B
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FENCE POST
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SAFETY SURFACE

FENCE POST AND
CHAINLINK MESH

MIN 300mm DEPTH SAFETY
SURFACE

DOUBLE TIMBER EDGE W/
CAP AND BASE AS PER
SCD-651A

MIN 75mm DEPTH
_/ DRAINAGE LAYER W/
. NON-WOVEN

GEOTEXTILE AS PER
MANUFACTURER'S

\ SPECIFICATIONS
COMPACTED SUBGRADE

CUT TIMBERS AND CAP TO
FIT AROUND FENCE POST
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