
NORMAL WL (Q50%) = 229.280m

DESIGN FLOOD WL (Q1%)  = 230.500m

CL

BRIDGE

WL (Q50%)  = 229.3m

6000
APPROACH SLAB

5000
PRECAST PANEL

5000
PRECAST PANEL

6000
APPROACH SLAB

24280
OUT TO OUT OF BRIDGE DECK

4:1

4:1

2.5%1.0%

5:11000

14
00

2.5%

PRECAST CONCRETE
WINGWALL (TYP)

BARRIER RAIL

EXISTING
CHANNEL

PRECAST CONCRETE
ABUTMENT WALL (TYP) WINGWALL STEEL

H PILES
BRIDGE

STEEL H PILES

WILDLIFE BENCH

TOP OF ROADWAY

REPLACE EXISTING GROUTED
RIPRAP WITH NEW RIPRAP
AS SHOWN. RE-VEGETATE
RIVERBANKS BEYOND BRIDGE
LIMITS.

UNDERSIDE GIRDER
ELEVATION = 230.8m

1.5m ABOVE Q50%
WATER LEVEL

SOUTH NORTH

7907 8016 7907

CL
PIER

CL
ABUTMENT

CL
PIER

CL
ABUTMENT

CL
BRIDGE

TOP OF  GIRDERS

(WATER LEVEL USED
BY TRANSPORT
CANADA FOR
NAVIGATION
CLEARANCE)

BRIDGE ELEVATION


	Sheets and Views
	ELEVATION


